
GENBAY 200W
Ultra-slim and lightweight highbay for lighting general applications

High efficacy of 135lm/W

Sensor kit includes 
junction box and 
counter weight

Manual/Self-Test  
Emergency

Product code Finish Type W CCT lm lm/W Energy

HBG3N40 Grey On-Off 200W 4000K 110° 26000 130

Energy rating is a reflection of the LED light source.

Guarantee 3 years

Wattage 200W

IP rating IP65

IK rating IK08

Dimmable No

Input
220-240V AC 
Surge Protection 
6KV

LED lifetime L70 50,000h

Emergency version 
available

Yes, using 
converter

Install connector 
type Flying lead

Ambient 
temperature -30°C - 40°C

Electric class I

Ø315mm

48m
m

135lm/W

Microwave
Sensor

Emergency
Converter

2 years
on site

guarantee

HIGH/LOW BAYS
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Use the tables below to choose the perfect accessory

GENBAY ACCESSORIES

Optional microwave sensor and emergency accessories combine excellence and unrivalled cost savings.

Make your GenBay perfect for your installation

HBGMWS HBGEMC1MS

Accessory on its own

Accessory on product

Product code Description Guarantee

HBGMWS Microwave sensor kit for GenBay High Bay 5 years

HBGEMC1MS Emergency Converter Manual & Self Test 5 years

For full product specification visit collingwoodlighting.com

Product codes
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The RackBay combine excellent 
performance with quick payback.

RACKBAY

Wattage & CCT switchable

RackBay provides both the output of a single wattage or three wattages within the same product. Adjust the wattage switch during 
installation.

Wattage switchable: one light, three wattage outputs

Product 0-10V wattage switchable output

Rackbay 60-100W 3000K/4000K 60-80-100W 8700/9000lm, 11600/12000lm, 14500/15000lm

Rackbay 160-200W 3000K/4000K 160-180-200W 22400/24000lm, 25200/27000lm, 28000/30000lm

Rackbay 200-240W 3000K/4000K 200-220-240W 28000/30000lm, 30800/33000lm, 33600/36000lm

Our colour switchable rackbays allows you to stock 2 colour temperatures in 1 product (3000K & 4000K).

CCT switchable: one light, two CCT temperatures

•	 Customer can choose which colour they prefer.
•	 Adjust using a switch during installation.

Advantages

3000K Warm White 4000K Cool White
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Emergency bolt-on

Install as high as 10m high.

Up to 10m high

M20 interface for easy installation.

Easy attachment

Fast 4 minute conversion time.

Quick attachment

The emergency bolt-on are 
available for aisles, corridors and 
open areas.

Easy installation

With its unique and skilful 
design, the RackBay is extremely 
lightweight, allowing easy 
installation and maintenance whilst 
providing high lumen output.

Lightweight

110x55 lens optics provide a 
rectangular light distribution that is 
ideal for mounting between 3m and 
14m heights.

Aisle spaces

Small in size, so it can be installed  
by an individual.

Compact

Designed to be as easy as possible 
to install and maintain.

EMBOLTMRACK EMBOLT....

Motion sensors
Save time on the installation 
ultimately savings costs on 
installation.

Tool-less, plug-in and twist 
sensors make installation 
quick & easy for you to 
adopt lighting control, even 
interchange your sensors 
should your floorspace be 
re-configured.

Quick tool-less connection

Product code :  HBPIR
PIR with daylight switch

Product code :  HBPIRDLD
PIR with daylight harvest sensor

Product code :  HBMWS
Microwave with daylight switch

Dimmable
As standard, the RackBay 
offers DALI-2 or 0-10V dimming 
technology.

IP20 & IK07

IP20 IK07Dim

High impact resistance, combined 
with IP20, making a great choice for 
warehouse racking areas.

Warranty

5 year 
guarantee

2 year on-site 
warranty
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Product code Type W CCT lm lm/W Energy

LBR1V 0-10V Dimmable

60W
3000K 110x55° 8700 145

4000K 110x55° 9000 150

80W
3000K 110x55° 11600 145

4000K 110x55° 12000 150

100W
3000K 110x55° 14500 145

4000K 110x55° 15000 150

Energy rating is a reflection of the LED light source.

RACKBAY CSP 
60-100W
Colour & wattage switchable low/high bay suitable for mounting 
between 3 and 14 metres high

Colour Switchable 
between 3000K and 
4000K

Wattage Switchable 
from 60W to 100W

High efficacy of 
150lm/W

2 years
on site

guarantee

Guarantee

Warranty: 5 years 
Battery Warranty: 
5 years On-Site 
Warranty: 2 years

Wattage 60-80-100W

IP rating IP20

IK rating IK07

Dimmable Yes (0-10V)

Input 220-240V AC Surge 
Protection 6KV

LED lifetime L70 100,000h

Emergency version 
available

Yes, using 
converter

Install connector 
type Flying lead

Ambient 
temperature -30°C - 50°C

Electric class I

Mounting options Ceiling & 
suspended

24
1m
m

369mm 65mm

W

150lm/W

Bolt-on accessories
PIR or emergency bolt-on 
accessories available

Sensor 
accessories

HIGH/LOW BAYS
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HIGH/LOW BAYS

Product code Type W CCT lm lm/W Energy

LBO1V 0-10V Dimmable

60W
3000K 110° 8700 145

4000K 110° 9000 150

80W
3000K 110° 11600 145

4000K 110° 12000 150

100W
3000K 110° 14500 145

4000K 110° 15000 150

Energy rating is a reflection of the LED light source.

RACKBAY CSP 110° 
OPEN AREA 60-100W
Colour & wattage switchable low/high bay suitable for mounting 
between 3 and 14 metres high

Colour Switchable 
between 3000K and 
4000K

Wattage Switchable 
from 60W to 100W

High efficacy of 
150lm/W

2 years
on site

guarantee

Guarantee

Warranty: 5 years 
Battery Warranty: 
5 years On-Site 
Warranty: 2 years

Wattage 60-80-100W

IP rating IP20

IK rating IK07

Dimmable Yes (0-10V)

Input 220-240V AC Surge 
Protection 6KV

LED lifetime L70 100,000h

Emergency version 
available

Yes, using 
converter

Install connector 
type Flying lead

Ambient 
temperature -30°C - 50°C

Electric class I

Mounting options Ceiling & 
suspended

24
1m
m

369mm 65mm

W

150lm/W

Bolt-on accessories
PIR or emergency bolt-on 
accessories available

Sensor 
accessories
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HIGH/LOW BAYS
RACKBAY CSP 
160-200W
Colour & wattage switchable low/high bay suitable for mounting 
between 3 and 14 metres high

Colour Switchable 
between 3000K and 
4000K

Wattage Switchable 
from 160W to 200W

High efficacy of 
150lm/W

Guarantee

Warranty: 5 years 
Battery Warranty: 
5 years On-Site 
Warranty: 2 years

Wattage 160-180-200W

IP rating IP20

IK rating IK07

Dimmable Yes (0-10V)

Input 220-240V AC Surge 
Protection 6KV

LED lifetime L70 100,000h

Emergency version 
available

Yes, using 
converter

Install connector 
type Flying lead

Ambient 
temperature -30°C - 50°C

Electric class I

Mounting options Ceiling & 
suspended

24
1m
m

587mm 65mm

W

150lm/W

Product code Type W CCT lm lm/W Energy

LBR2V 0-10V Dimmable

160W
3000K 110x55° 22400 145

4000K 110x55° 24000 150

180W
3000K 110x55° 25200 145

4000K 110x55° 27000 150

200W
3000K 110x55° 28000 145

4000K 110x55° 30000 150

Energy rating is a reflection of the LED light source.

2 years
on site

guarantee

Bolt-on accessories
PIR or emergency bolt-on 
accessories available

Sensor 
accessories
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RACKBAY CSP 110° 
OPEN AREA 160-200W
Colour & wattage switchable low/high bay suitable for mounting 
between 3 and 14 metres high

Colour Switchable 
between 3000K and 
4000K

Wattage Switchable 
from 160W to 200W

High efficacy of 
150lm/W

Guarantee

Warranty: 5 years 
Battery Warranty: 
5 years On-Site 
Warranty: 2 years

Wattage 160-180-200W

IP rating IP20

IK rating IK07

Dimmable Yes (0-10V)

Input 220-240V AC Surge 
Protection 6KV

LED lifetime L70 100,000h

Emergency version 
available

Yes, using 
converter

Install connector 
type Flying lead

Ambient 
temperature -30°C - 50°C

Electric class I

Mounting options Ceiling & 
suspended

24
1m
m

587mm 65mm

W

150lm/W

Product code Type W CCT lm lm/W Energy

LBO2V 0-10V Dimmable

160W
3000K 110° 22400 145

4000K 110° 24000 150

180W
3000K 110° 25200 145

4000K 110° 27000 150

200W
3000K 110° 28000 145

4000K 110° 30000 150

Energy rating is a reflection of the LED light source.

2 years
on site

guarantee

Bolt-on accessories
PIR or emergency bolt-on 
accessories available

Sensor 
accessories

HIGH/LOW BAYS
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Product code Type W CCT lm lm/W Energy

LBR3V 0-10V Dimmable

200W
3000K 110x55° 28000 145

4000K 110x55° 30000 150

220W
3000K 110x55° 30800 145

4000K 110x55° 33000 150

240W
3000K 110x55° 33600 145

4000K 110x55° 36000 150

Energy rating is a reflection of the LED light source.

HIGH/LOW BAYS
RACKBAY CSP 
200-240W
Colour & wattage switchable low/high bay suitable for mounting 
between 3 and 14 metres high

Colour Switchable 
between 3000K and 
4000K

Wattage Switchable 
from 200W to 240W

High efficacy of 
150lm/W

Guarantee

Warranty: 5 years 
Battery Warranty: 
5 years On-Site 
Warranty: 2 years

Wattage 200-220-240W

IP rating IP20

IK rating IK07

Dimmable Yes (0-10V)

Input 220-240V AC Surge 
Protection 6KV

LED lifetime L70 100,000h

Emergency version 
available

Yes, using 
converter

Install connector 
type Flying lead

Ambient 
temperature -30°C - 50°C

Electric class I

Mounting options Ceiling & 
suspended

24
1m
m

905mm 65mm

W

150lm/W

Bolt-on accessories
PIR or emergency bolt-on 
accessories available

Sensor 
accessories

2 years
on site

guarantee
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RACKBAY ACCESSORIES

PIR / microwave sensors and emergency accessories combine excellence and unrivalled cost savings.

Make your RackBay perfect for your installation

Use the tables below to choose the perfect accessory for your RackBay

HBPIR HBPIRDLD HBDLS HBMWS UNREMOTEMWS
(sensor remote )

Accessory on its own

Accessory on product -

Product code Description Guarantee

HBPIR Passive infra-red (PIR) motion sensor with daylight threshold switch (Max. recommended mounting height is 13 metres) 5 years

HBPIRDLD Passive infra-red motion sensor with daylight harvesting photocell 5 years

HBDLS Daylight harvesting sensor with photocell (Max. recommended mounting height is 13 metres) 5 years

HBMWS Microwave motion sensor with daylight threshold switch (Max. recommended mounting height is 13 metres) 5 years

UNREMOTEMWS Remote control for commissioning, compatible with HBPIR, HBDLS and HBMWS 5 years

For full product specification visit collingwoodlighting.com

Product codes
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LB2XBRKT EMBOLTMRACK EMBOLTSRACK EMBOLT... 
(Emergency)

Accessory on its own

Accessory on product

Product code Description Guarantee

LB2XBRKT 2 x Mounting brackets 5 years

EMBOLTMRACK 3 hour emergency conversion pack, rack optic, manual test 4 years guarantee of the electronics 2 years guarantee of the battery

EMBOLTSRACK 3 hour emergency conversion pack, rack optic, self test 4 years guarantee of the electronics 2 years guarantee of the battery

EMBOLTMCOR 3 hour emergency conversion pack, corridor area, manual test 4 years guarantee of the electronics 2 years guarantee of the battery

EMBOLTMOPEN 3 hour emergency conversion pack, open area, manual test 4 years guarantee of the electronics 2 years guarantee of the battery

EMBOLTSCOR 3 hour emergency conversion pack, corridor area, self-test 4 years guarantee of the electronics 2 years guarantee of the battery

EMBOLTSOPEN 3 hour emergency conversion pack, open area, self-test 4 years guarantee of the electronics 2 years guarantee of the battery

For full product specification visit collingwoodlighting.com

Product codes
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INDUSTRIAL 
FLOODLIGHTS
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Daylight savings

Easy installation

Outdoor photocell (Dusk to Dawn)  sensor kit for use with all outdoor 
luminaires to keep the lights off when it is daylight outside. 

The skilfully designed bracket simplifies the floodlight installation, cutting down 
costs and time, by allowing tool free access to the fixing screws.

Installing the K2 floodlights couldn’t be easier with a 1m of cable included for 
ease of installation, in line with Collingwood’s demand for high quality,
a nickel plated cable gland is included.

The floodlights have additional features included such as the mounting angles, 
which are stamped on the adjustable bracket for precise angles, along with star 
washers so the bracket can stay in the same position once angled.

Photocell kit accessory  (PCELLKIT)

Tool free access

1m cable

Angle stamped bracket

Flicker free
In line with Collingwood values, the best electrical components have been 
included in the product design. This has resulted in our confidence to assert that 
the floodlights are flicker free fittings. Having flicker free floodlights, results in 
better visual comfort, and ensures a crisp image along side CCTV cameras.

Floodlight Floodlights per photocell

Indy K3 - 50W-80W-100W 3

Indy K3 - 100W-150W-200W 2
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Beam angle

IP65 & IK07Windage factors

Durable and versatile, the K3 floodlights are IP65 rated 
and are suitable for outdoors, whether it is for a large 
warehouse, loading bays, or car parks.

The breather vent maintains the IP65 rating and prevents 
condensation. This prevents product losing output or 
product failure.

The windage factor for our range of
 floodlights are as follows:

Indy K3 50-100W : 0.08m²
Indy K3 100-200W : 0.13m²

Built for the toughest of environmentsBuilt for the toughest of environments

IP65 IK07

Wattage switchable

Switchable Product enables one luminaire to meet various 
lux levels within a project using a lumen output switch

One light, three wattage outputs

Low Mid High

Symmetric beam angle provides light in a conic shape, 
illuminating the surface in all directions, from the 
centre to all sides, as the lens pushes the light equally 
in all directions. 

Symmetric
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INDUSTRIAL 
FLOODLIGHTS

2 years
on site

guarantee

INDY K3 50-80-100W
Wattage Switchable Symmetrical Floodlight

Photocell accessory PCELLKIT
compatible, 3 floodlights
per photocell

Product code Finish W CCT lm lm/W Energy

IFLB1NSCSP Black

50W

3000K 110° 7500 150

4000K 110° 8575 175

6500K 110° 8000 160

80W

3000K 110° 12000 150

4000K 110° 13720 175

6500K 110° 12800 160

100W

3000K 110° 15000 150

4000K 110° 17150 175

6500K 110° 16000 160

Energy rating is a reflection of the LED light source.

High efficacy up to 
150lm/W

Wattage switchable 
between 50-100W

CCT switchable between  
3000K, 4000K & 6500K

65mm293mm

405m
m

150lm/W

W

CCT

Guarantee 5 years (product), 
2 years (on-site)

Wattage 50-80-100W

IP rating IP65

IK rating IK08

Tiltable 180°

Dimmable No

Input 220-240V AC

LED lifetime L70 50,000h

Emergency version 
available No

Install connector 
type Flying lead

Ambient 
temperature -40°C - 50°C

Electric class I
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INDUSTRIAL 
FLOODLIGHTS

2 years
on site

guarantee

INDY K3 100-150-200W
Wattage Switchable Symmetrical Floodlight

69mm373mm

482m
m

Guarantee 5 years (product), 
2 years (on-site)

Wattage 100-150-200W

IP rating IP65

IK rating IK08

Tiltable 180°

Dimmable No

Input 220-240V AC

LED lifetime L70 50,000h

Emergency version 
available No

Install connector 
type Flying lead

Ambient 
temperature -40°C - 50°C

Electric class I

Photocell accessory PCELLKIT
compatible, 2 floodlights
per photocell

Product code Finish W CCT lm lm/W Energy

IFLB2NSCSP Black

100W

3000K 110° 15000 150

4000K 110° 17150 175

6500K 110° 16000 160

150W

3000K 110° 22500 150

4000K 110° 25725 175

6500K 110° 24000 160

200W

3000K 110° 30000 150

4000K 110° 34300 175

6500K 110° 32000 160

Energy rating is a reflection of the LED light source.

High efficacy up to 
150lm/W

Wattage switchable 
between 100-200W

CCT switchable between  
3000K, 4000K & 6500K

150lm/W

W

CCT
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PCELLKIT  (Photocell kit)

Accessory on its own

Accessory on product Install photocell kit in a separate location to floodlight

Use the table to choose how may photocell’s you require per product

K3 FLOODLIGHT ACCESSORIES

Product code Type Compatible with

PCELLKIT Cell kit accessory  Indy K3 range

Make your floodlights more energy efficient and better for the environment 
by using cell kit accessories.

Make your floodlight perfect for your installation

Floodlight Floodlights per photocell

Indy K3 - 50W-80W-100W 3

Indy K3 - 100W-150W-200W 2
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